Certify trailer to 0.35g SRT for
Uniform Density using Option 1 (at
height from road surface to highest

point on tallest container).

SRT Options 1,2,3and 4- 31.7.13

Is trailer fitted with a

Certify trailer for Qther SRT at

swinglifter/sidelifter?

Is the internal load height from
road surface 3.90m or greater?

Will the trailer

meet or exceed No
0.35g using
Option 17

i

Certify trailer for Uniform Density

using Option 2 (internal load

height 23.90m from road surface)

Certify trailer for Uniform Density
using Option 3 (internal load height
«3.90m from road surface)

|

}

using Option 4

Supply to the Permit Officer:

* SRT Compliance Certificate for Uniform
Density at height from read surface to
highest point on tallest container

« Vehicle Attributes Sheet (v5 or later)

*  Overweight Permit Application Form

Supply to the Permit Officer:

SRT Compliance Certificate
for Uniform Density at
internal load height z3.90m
from road surface

Vehicle Attributes Sheet (v5
or later)

Overweight Permit
Application Form

Supply to the Permit Officer:

*  SRT Compliance Certificate
for Uniform Density at
internal load height <3.90m
from road surface

¢ Vehicle Attributes Sheet (v5
or later)

Supply to the Permit Officer:

SRT Compliance Certificate for Other
with a Centre of Gravity height

Vehicle Attributes Sheet (v5 or later)
Overweight Permit application Form

¢ Overweight Permit
Application Form
¢ Load plan diagram




